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Catalogue Numbers

Lamp Rating Cat No Weight (kg) Emergency Cat No Weight (kg)

1 x 55W WAW155Z 2.4 EBWAW155Z 3.5

For DSI dimming option, replace part number character Z with RD, eg WAW155Z becomes WAW155RD

For DALI dimming option, replace part number character Z with DD, eg WAW155Z becomes WAW155DD

Emergency versions available with automatic test functionality - see page 303 for system features

For further information contact our technical support and application department on 01302 303240 or email lighting@cooper-ls.com 

cc1685 lighting solutions 2010 decorative.qxp:Layout 1  17/6/10  15:51  Page 183



184 Decorative Wall & Ceiling

Kings Ash School, Paignton

Clareo
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The Clareo range of pendant architectural downlights has

been developed to provide an effective lighting solution for

applications as diverse as retail showrooms to churches.

Constructed from high quality die-cast aluminium, with an

attractive textured silver-grey finish, the distinctive body

profile has a technical appearance that is ideal for

contemporary interiors, but also blends with traditional décor.

Available in two sizes, dependant on the aesthetics of the

installation and lamp wattage, Clareo can be specified with

single or twin 42W compact fluorescent or single lamp 70W

and 150W CDM-T, with either an efficient aluminium reflector

or eye-catching decorative prismatic refractor.

• Innovative architectural profile

• Delivers high quality effective lighting

• Compact fluorescent and CDM-T lamp options

• Pre-wired for ease of installation

• Choice of aluminium reflector or decorative refractor
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Clareo
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Lamp and Control Gear Options

• 70W, 150W CDM-T, 3000°K - G12 cap

• 42W TC-T compact fluorescent,
4000°K - GX24q-4 cap

• High Frequency (fluorescent) and magnetic (CDM-T)
control gear as standard

• Attachment lamp shields must be used with CDM-T versions

Materials

• Body and ceiling plate - die cast aluminium, powder coated
in metallic silver grey finish

• Refractor - clear prismatic UV stabilised acrylic

• Reflector - spun anodised silver grey aluminium

• Lamp shield - toughened glass or clear acrylic with aluminium 
joining band

Installation Notes

• Suitable for ceiling mounting

• Ceiling plate is direct screw fixed, with terminal block for electrical 
connection  

• Body pre-fitted with suspension wires and cable

• Suspension length adjusted at ceiling plate

• Reflector and refractor retained by 2 screws via keyhole slots

• Glass shield retained by tri-point clips. Acrylic shield has jointing 
band with spring clip

• Supplied complete with lamp

Options

• Standard rating is IP30. Lamp shields increase this to IP40

• Choice of aluminium reflector or decorative prismatic refractor

Specification

To specify state: Architectural pendant downlight, for ceiling mounting
via first fix ceiling plate with suspension wire adjustment, pre-wired
die cast aluminium body with textured metallic silver grey finish,
spun aluminium reflector/prismatic acrylic refractor attachment and
toughened glass/clear acrylic lamp shield option, as Cooper Lighting
Clareo range, part no. ________

Dimensions
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Photometric Data

H

W
D1

D2

Dia

Lamp Rating Attachment D1 (mm) D2 (mm) W (mm) Dia (mm) H (mm)

1 x 42W & 1 x 70W Aluminium reflector 230 210 180 320 3010 max
1 x 42W & 1 x 70W Acrylic refractor 230 191 180 316 2990 max
2 x 42W & 1 x 150W Aluminium reflector 300 310 230 450 3310 max
2 x 42W & 1 x 150W Acrylic refractor 300 281 230 416 3280 max

Utilisation factors / TM5

Reflectances Room Index

C W F 0.75 1.0 1.25 1.5 2.0 2.5 3.0 4.0 5.0

70 50 20 52 61 68 73 80 84 88 92 95

30 45 53 61 66 74 79 83 88 91

10 40 48 55 61 69 74 78 84 88

50 50 20 50 57 64 68 74 79 81 85 88

30 43 51 58 63 70 74 77 82 85

10 39 46 53 58 65 70 74 79 82

30 50 20 47 54 60 64 70 73 76 79 81

30 41 48 55 59 66 70 73 77 79

10 37 44 51 56 62 67 70 74 77

0 0 0 34 40 46 50 56 60 63 67 69

BZ-class 5 5 5 5 5 5 5 5 5

30°

60°

90°

30°

60°

90°

200

250

150

100

cd/1000lm

See page 560 for Design Guide

LOR: 0.97
ULOR: 0.15
DLOR: 0.82

SHR nom: 1.50
SHR max: 1.53

Cat. No. CLR142Z/CLRSR

Clareo
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Aluminium reflector option Aluminium reflector with glass shield

Catalogue Numbers

Lamp Rating Lamp Type Body Weight (kg) Aluminium Reflector Weight (kg) Acrylic Refractor Weight (kg)

Order body and attachment separately

1 x 42W TC-T compact fluorescent CLR142Z 1.9 CLRSAL 0.5 CLRSR 0.7

1 x 70W CDM-T discharge CLR170 3.1 CLRSAL 0.5 CLRSR 0.7

2 x 42W TC-T compact fluorescent CLR242Z 3.1 CLRLAL 1.3 CLRLR 1.4

1 x 150W CDM-T discharge CLR1150 4.7 CLRLAL 1.3 CLRLR 1.4

Description Cat No Weight (kg)

Optional lamp shield for attachments

Glass shield to fit CLRSAL reflector CLRSSG 1.0

Glass shield to fit CLRLAL reflector CLRLSG 1.5

Acrylic shield to fit CLRSR refractor CLRSSA 0.15

Acrylic shield to fit CLRLR refractor CLRLSA 0.5

Note: Lamp shields must be ordered for use with CDM-T lamp versions
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This range of discreet wall recessed luminaires is designed to

enhance a variety of interior applications. WR1R with its open

reflector provides ideal low level illumination, to highlight

steps, entrances and walkways, WR1Q with its ‘quad’ optic

can add colour and visual interest to a space.

• Energy saving LED solution

• Choice of fixed colour or RGB colour change to suit many 
applications or corporate colour scheme.

• Simple to install utilising simple leaf spring retention 

• Shallow 33mm recessed depth

• Ideal for interior applications

• Open reflector or ‘Quad’ optic facia options
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WR1
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Catalogue Numbers

DimensionsLED and Driver

• 1W fixed colour LED

• Fixed output and dimming drivers available - ordered separately, 
see page 550 for details

Materials

• Body - aluminium, painted silver finish

• Fascia plate - aluminium, painted silver finish

• Lens - polycarbonate

• Reflector - aluminium, mirror finish

Installation Notes

• Suitable for indoor applications only

• Recessed into wall cavity and retained with simple integrated leaf 
springs

• Requires 66 x 66 x 35mm cut out

• 300mm driver connection lead

Specification

To specify state: Square feature wall recessed LED luminaire with
aluminium body and face plate, open reflector/quad optic with
polycarbonate lens as Cooper Lighting WR1 range, part no.______

80 63

3380

80
63

3380

LED Rating LED Colour Cat No Weight (kg) Drive current Power Consumption

WR1R open reflector

1 x 1W Cool White WR1R-1K2-CWN 0.16 350mA 1.3W

1 x 1W Warm White WR1R-1K2-WWN 0.16 350mA 1.3W

1 x 1W Natural White WR1R-1K2-NWN 0.16 350mA 1.3W

1 x 1W Red WR1R-1K2-RN 0.16 350mA 1.3W

1 x 1W Green WR1R-1K2-GN 0.16 350mA 1.3W

1 x 1W Royal Blue WR1R-1K2-BN 0.16 350mA 1.3W

1 x 1W Amber WR1R-1K2-AN 0.16 350mA 1.3W

1 x 1W Cyan WR1R-1K2-CN 0.16 350mA 1.3W

WR1Q Quad optic

1 x 1W Cool White WR1Q-1K2-CWN 0.20 350mA 1.3W

1 x 1W Warm White WR1Q-1K2-WWN 0.20 350mA 1.3W

1 x 1W Natural White WR1Q-1K2-NWN 0.20 350mA 1.3W

1 x 1W Red WR1Q-1K2-RN 0.20 350mA 1.3W

1 x 1W Green WR1Q-1K2-GN 0.20 350mA 1.3W

1 x 1W Royal Blue WR1Q-1K2-BN 0.20 350mA 1.3W

1 x 1W Amber WR1Q-1K2-AN 0.20 350mA 1.3W

1 x 1W Cyan WR1Q-1K2-CN 0.20 350mA 1.3W

Beam Angles

LED Colour Options

Driver

CW NW WW R G B A C

no optic

• Driver to be ordered separately

• Recommended fixed output driver Cat No: LS-DPL110

• Operates up to 9 1x1W luminaires wired in series

• See page 550 for full fixed output driver specifications and 
alternatives
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This range of discreet wall recessed luminaires is designed to

enhance a variety of interior applications. WR2 with its diffuse

facia panel provides ideal low level illumination, to highlight

steps, entrances and walkways, adding colour and visual

interest to a space.

• Energy saving LED solution

• Choice of fixed colours to suit many applications
or corporate colour scheme

• Simple to install utilising simple leaf spring retention

• Shallow 33mm recessed depth

• Ideal for interior applications
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WR2

cc1685 lighting solutions 2010 decorative.qxp:Layout 1  17/6/10  15:52  Page 190



Decorative Wall & Ceiling 191

LED and Driver

• 1W fixed colour LED

• Fixed output and dimming drivers available - ordered separately,
see page 550 for details

Materials

• Body - aluminium, painted silver finish

• Fascia plate - aluminium, painted silver finish

• Lens - polycarbonate

Installation Notes

• Suitable for indoor applications only

• Recessed into wall cavity and retained with simple integrated
leaf springs

• Requires 70 x 70 x 35mm recess

• 300mm driver connection lead

Specification

To specify state: Square feature wall recessed LED luminaire with
aluminium body and polycarbonate diffuse lens as Cooper Lighting
WR2 range, part no.______

83.5
66

83.5 31.5

CW NW WW R G B A C

no optic

Beam Angles

Dimensions

LED Colour Options

Driver

• Driver to be ordered separately

• Recommended fixed output driver Cat No: LS-DPL110

• Operates up to 9 1x1W luminaires wired in series

• See page 550 for full fixed output driver specifications and 
alternatives

Catalogue Numbers

LED Rating LED Colour Cat No Weight (kg) Drive current Power Consumption

WR2 open reflector

1 x 1W Cool White WR2R-1K2-CWN 0.16 350mA 1.3W

1 x 1W Warm White WR2R-1K2-WWN 0.16 350mA 1.3W

1 x 1W Natural White WR2R-1K2-NWN 0.16 350mA 1.3W

1 x 1W Red WR2R-1K2-RN 0.16 350mA 1.3W

1 x 1W Green WR2R-1K2-GN 0.16 350mA 1.3W

1 x 1W Royal Blue WR2R-1K2BN 0.16 350mA 1.3W

1 x 1W Amber WR2R-1K2-AN 0.16 350mA 1.3W

1 x 1W Cyan WR2R-1K2-CN 0.16 350mA 1.3W
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