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DL11

Photometric Data

75

95

73

3

Ceiling thickness range
1 - 25mm

LED and Driver

• 13W fixed colour LED

• 3000K Warm white, 4000K White and 5000K Coolwhite

• >80 CRI

• Fixed output and dimming drivers available with plug and socket 
connection to the luminaire - ordered separately, see page 550 
for details

Materials

• Body - Die-cast aluminium

• Bezel finish - powder coated in RAL9016 white or RAL9006
silver-grey

• Reflector - high purity spun aluminium

• Spring clips - Spring steel, self finish

Installation Notes

• Spring clips enable simple installation into mounting surface of 
1mm to 15mm in thicknesses

• Low profile 73mm depth to suit low ceiling heights. Allow 50mm 
minimum clearance around the luminaire for heat dissipation, 
recommended void depth 100mm

• Driver passes through standard 82mm cut out

• Simple plug and socket connection between driver and luminaire 
head

• Luminaire supplied with 500mm lead terminated with locking 
connector to match drivers

• 3m interconnecting extension lead available as an accessory

Options

• Choice of Bezel colour finish - RAL9016 white or RAL9006
silver-grey

• Driver options: fixed output and dimmable options
(1-10V, Switch-dim)

• Remote 3hr maintained emergency option available to special 
order - requires emergency head unit

• Alternative drivers supplying up to 700mA can be used to 
maximise efficiency (output will be reduced)

Specification

To specify state: Die-cast aluminium LED Downlight with Multi-die
LED chip technology, high purity spun aluminium reflector with
Wide/Medium/Narrow beam angle, round bezel in White/Silver-grey
powder coat finish, 73mm housing depth with simple spring clip
retention and plug and socket driver connection as Cooper Lighting
DL11 range, part no.______

Dimensions

Beam Angles

Lamp Colours

CW NW WW

wide medium narrow

Driver

• Driver to be ordered separately, supplied with connector to suit 
lead and connector from the head unit.

• Recommended fixed output driver Cat No: DL11-F700

• DL11-F700 operates one DL11 at 700mA as standard

• See Catalogue Number table for driver specifications and 
alternatives

• The fixed output driver is available with a twin connector assembly 
to allow simple connection to two luminaire head units
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Beam angle 86.4°
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Catalogue Numbers

LED Rating LED Colour Beam Angle Bezel Finish Cat No Weight (kg) Power Consumption

Standard Luminaire head unit

1 x 13W Warm White Wide White DL11-WS-WWW 0.5 Driver dependant

1 x 13W Natural White Wide White DL11-WS-NWW 0.5 Driver dependant

1 x 13W Cool White Wide White DL11-WS-CWW 0.5 Driver dependant

1 x 13W Warm White Medium White DL11-WS-WWM 0.5 Driver dependant

1 x 13W Natural White Medium White DL11-WS-NWM 0.5 Driver dependant

1 x 13W Cool White Medium White DL11-WS-CWM 0.5 Driver dependant

1 x 13W Warm White Narrow White DL11-WM-WWN 0.5 Driver dependant

1 x 13W Natural White Narrow White DL11-WM-NWN 0.5 Driver dependant

1 x 13W Cool White Narrow White DL11-WM-CWN 0.5 Driver dependant

1 x 13W Warm White Wide Silver DL11-SS-WWW 0.5 Driver dependant

1 x 13W Natural White Wide Silver DL11-SS-NWW 0.5 Driver dependant

1 x 13W Cool White Wide Silver DL11-SS-CWW 0.5 Driver dependant

1 x 13W Warm White Medium Silver DL11-SS-WWM 0.5 Driver dependant

1 x 13W Natural White Medium Silver DL11-SS-NWM 0.5 Driver dependant

1 x 13W Cool White Medium Silver DL11-SS-CWM 0.5 Driver dependant

1 x 13W Warm White Narrow Silver DL11-SM-WWN 0.5 Driver dependant

1 x 13W Natural White Narrow Silver DL11-SM-NWN 0.5 Driver dependant

1 x 13W Cool White Narrow Silver DL11-SM-CWN 0.5 Driver dependant

When remote emergency option is required, an alternative head with the charge indicator is required. Add the ER prefix to the head unit part number

eg ERDL11-WS-WWW

Primary product for an optimised energy efficient lighting solution

Cat No Description

Drivers

DL11-F700 DL11 Driver 700mA IP20

DL11-F700-2 DL11 Driver 700mA IP20, 2 leads

DL11-R700 DL11 Driver 700mA 1-10V and Switch-dim 

Accessories

DL11-EXT3F DL11 Head to Driver extension lead 3m

DL11-LT DL11 termination for twin connector

DL11-F700 DL11-R700

DL11-F700-2 DL11-EXT3F
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Manufactured from the highest grade stainless steel,

the SL1 luminaire is a high quality wall light perfect for indoor

or outdoor applications. It features angle adjustment of the

head unit and is available in a range of LED colours and beam

angles. Its stylish look affords it pride of place in any

architectural application.

• Energy saving LED solution, utilising three high output 
LEDs

• Wide choice of LED colours including the RGB colour 
change option

• Choice of 3 beam angles to suit a wide range of 
applications

• High quality stainless steel housing with IP65 rating

• Suitable for interior and exterior applications

254 Downlights & Spotlights

SL1
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86

63

62.5

78

LED and Driver

• 3 x 1W Fixed colour and RGB High Output LEDs

• Fixed output and dimming drivers available - ordered separately, 
see page 550 for details

Materials

• Body - 316 stainless steel - self finish

Installation Notes

• Suitable for interior and exterior applications

• Simple surface mounting via circular back plate with rear cable 
entry

• Fixed colour versions are supplied fitted with 2m, 2-core lead with
bare ends

• RGB colour change versions are supplied fitted with 2m CAT5 
lead  fitted with an RJ45 connectors

Specification

To specify state: Surface mounted LED spotlight luminaire with 3 x
1W high output fixed colour/RGB colour change LEDs, 5°/30°/45°
beam angle with 316 stainless steel adjustable head unit as Cooper
Lighting SL1 range, part no.______

Dimensions

5° 30° 45°

Driver

• Driver to be ordered separately

• Recommended fixed output driver Cat No: LS-PD312

• LS-PD312 will drive between 3 and 12 x 1W LED’s,
so can operate up to 4 of the SL1 luminaires wired in series

• Recommended colour change driver Cat No LS-RGB27

• LS-RGDB27 will drive up to 27 x 1W LED’s, so can operate up to
9 of the RGB SL1 luminaires

• See page 550 for full driver specifications and alternatives.

Catalogue Numbers

LED Rating 5° Beam 30° Beam 45° Beam Weight (kg) Drive current Power consumption

3 x 1W SL1-3K2-CW5 SL1-3K2-CW30 SL1-3K2-CW45 0.75 350mA 3.6W

3 x 1W SL1-3K2-NW5 SL1-3K2-NW30 SL1-3K2-NW45 0.75 350mA 3.6W

3 x 1W SL1-3K2-WW5 SL1-3K2-WW30 SL1-3K2-WW45 0.75 350mA 3.6W

3 x 1W SL1-3K2-R5 SL1-3K2-R30 SL1-3K2-R45 0.75 350mA 3.6W

3 x 1W SL1-3K2-G5 SL1-3K2-G30 SL1-3K2-G45 0.75 350mA 3.6W

3 x 1W SL1-3K2-B5 SL1-3K2-B30 SL1-3K2-B45 0.75 350mA 3.6W

3 x 1W SL1-3K2-A5 SL1-3K2-A30 SL1-3K2-A45 0.75 350mA 3.6W

3 x 1W SL1-3K2-C5 SL1-3K2-C30 SL1-3K2-C45 0.75 350mA 3.6W

3 x 1W SL1-3K2-RGB5 SL1-3K2-RGB30 SL1-3K2-RGB45 0.75 350mA 3.6W

Beam Angles

Lamp Colour

CW NW WW R G B A C R
G B

For further information contact our technical support and application department on 01302 303240 or email lighting@cooper-ls.com
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   Manufactured from the highest grade stainless steel,

the SL2 luminaire is a high quality wall light perfect for indoor

or outdoor applications. It features angle adjustment of the

head unit and is available in a range of LED types, colours

and beam angles. Its stylish look affords it pride of place in

any architectural application.

• Energy saving LED solution

• Fixed colour options utilising 1 x fixed colour high
output LED

• RGB colour changing option provided via a specialist
Tri-chip technology

• Choice of 3 beam angles to suit a wide range of 
applications

• High quality stainless steel housing with IP65 rating

• Suitable for interior and exterior applications

256 Downlights & Spotlights

SL2
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68

61.5

48.5

61.5

LED and Driver

• 1 x 1W Fixed colour and RGB High Output LEDs

• Fixed output and dimming drivers available - ordered separately, 
see page 550 for details

Materials

• Body - 316 stainless steel - self finish

Installation Notes

• Suitable for interior and exterior applications

• Simple surface mounting via circular back plate with rear cable 
entry

• Fixed colour versions are supplied fitted with 2m, 2-core lead with
bare ends

• RGB colour change versions are supplied fitted with 2m CAT5 
lead fitted with an RJ45 connector.

• Wiring looms and interconnecting leads are available to facilitate 
simple connection of multiple luminaires. (refer to LED Controls 
section page 550)

Specification

To specify state: Surface mounted LED spotlight luminaire with 1 x
1W high output fixed colour/RGB colour change LEDs, 5°/30°/45°
beam angle with 316 stainless steel adjustable head unit as Cooper
Lighting SL2 range, part no.______

Dimensions

Driver

• Driver to be ordered separately

• Recommended fixed output driver Cat No: LS-DPL110

• LS-DPL110 will drive between 1 and 9 x 1W LED’s, so can 
operate up to 9 of the SL1 luminaires wired in series

• Recommended colour change driver Cat No LS-RGB27

• LS-RGDB27 will drive up to 27 x 1W LED’s, so can operate up to
9 of the RGB SL2 luminaires

• See page 550 for full driver specifications and alternatives

Catalogue Numbers

LED Rating 5° Beam 30° Beam 45° Beam Weight (kg) Drive current Power consumption

1 x 1W SL2-1K2-CW5 SL2-1K2-CW30 SL2-1K2-CW45 1.09 350mA 1.3W

1 x 1W SL2-1K2-NW5 SL2-1K2-NW30 SL2-1K2-NW45 1.09 350mA 1.3W

1 x 1W SL2-1K2-WW5 SL2-1K2-WW30 SL2-1K2-WW45 1.09 350mA 1.3W

1 x 1W SL2-1K2-R5 SL2-1K2-R30 SL2-1K2-R45 1.09 350mA 1.3W

1 x 1W SL2-1K2-G5 SL2-1K2-G30 SL2-1K2-G45 1.09 350mA 1.3W

1 x 1W SL2-1K2-B5 SL2-1K2-B30 SL2-1K2-B45 1.09 350mA 1.3W

1 x 1W SL2-1K2-A5 SL2-1K2-A30 SL2-1K2-A45 1.09 350mA 1.3W

1 x 1W SL2-1K2-C5 SL2-1K2-C30 SL2-1K2-C45 1.09 350mA 1.3W

1 x 1W SL2-1TR-RGB5 SL2-1TR-RGB30 SL2-1TR-RGB45 1.09 350mA 3.0W

Beam Angles

5° 30° 45°

Lamp Colour

CW NW WW R G B A C R
G B

For further information contact our technical support and application department on 01302 303240 or email lighting@cooper-ls.com 
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