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Lamp Gear Cat No Weight Emergency Weight Cat No Weight
Rating Option (kg) Cat No (kg) (kg)

T8/T12 Triphosphor Lamps Less Lamps

1 x 36W High Frequency CP41ZT 2.1 EBCP41ZT 3.0 CP41ZX 2.0

2 x 36W High Frequency CP42ZT 2.7 EBCP42ZT 3.5 CP42ZX 2.6

1 x 58W High Frequency CP51ZT 2.3 EBCP51ZT 3.6 CP51ZX 2.2

2 x 58W High Frequency CP52ZT 3.1 EBCP52ZT 4.0 CP52ZX 3.0

1 x 70W High Frequency CP61ZT 2.9 EBCP61ZT 4.5 CP61ZX 2.8

2 x 70W High Frequency CP62ZT 4.0 EBCP62ZT 5.6 CP62ZX 3.9

1 x 36W DSI Digital Dim CP41RDT 2.2 EBCP41RDT 3.1 CP41RDX 2.1

2 x 36W DSI Digital Dim CP42RDT 2.8 EBCP42RDT 3.6 CP42RDX 2.7

1 x 58W DSI Digital Dim CP51RDT 2.3 EBCP51RDT 3.6 CP51RDX 2.2

2 x 58W DSI Digital Dim CP52RDT 3.1 EBCP52RDT 4.5 CP52RDX 3.0

1 x 18W Switch Start CP21ST 1.5 ERCP21ST 3.3 CP21SX 1.4

2 x 18W Switch Start CP22ST 1.6 ERCP22ST 3.4 CP22SX 1.5

1 x 36W Switch Start CP41ST 2.0 EBCP41ST 3.3 CP41SX 1.9

2 x 36W Switch Start CP42ST 2.9 EBCP42ST 4.2 CP42SX 2.8

1 x 58W Switch Start CP51ST 2.0 EBCP51ST 4.3 CP51SX 1.9

2 x 58W Switch Start CP52ST 4.2 EBCP52ST 6.3 CP52SX 4.1

1 x 70W Switch Start CP61ST 3.1 EBCP61ST 4.7 CP61SX 3.0

2 x 70W Switch Start CP62ST 4.6 EBCP62ST 5.7 CP62SX 4.5

1 x 100W Switch Start CP81S 4.5 - - CP81SX 4.4

2 x 100W Switch Start CP82S 6.7 - - CP82SX 6.6

T5 High Efficiency - C/W Lamps

1 x 14W High Frequency CP114Z 1.3 - -

2 x 14W High Frequency CP214Z 1.4 - -

1 x 28W High Frequency CP128Z 2.1 EMCP128Z 3.9

2 x 28W High Frequency CP228Z 2.7 EMCP228Z 4.5

1 x 35W High Frequency CP135Z 2.3 EBCP135Z 3.6

2 x 35W High Frequency CP235Z 3.1 EBCP235Z 4.0

1 x 14W DSI Digital Dim CP114RD 1.3 - -

2 x 14W DSI Digital Dim CP214RD 1.4 - -

1 x 28W DSI Digital Dim CP128RD 2.2 EMCP128RD 4.0

2 x 28W DSI Digital Dim CP228RD 2.8 EMCP228RD 4.6

1 x 35W DSI Digital Dim CP135RD 2.3 EBCP135RD 3.6

2 x 35W DSI Digital Dim CP235RD 3.2 EBCP235RD 4.1

T5 High Output – C/W Lamps

1 x 24W High Frequency CP124Z 1.3 - -

2 x 24W High Frequency CP224Z 1.4 - -

1 x 54W High Frequency CP154Z 2.1 EMCP154Z 3.9

2 x 54W High Frequency CP254Z 2.7 EMCP254Z 4.5

1 x 49W High Frequency CP149Z 2.3 EBCP149Z 3.6

2 x 49W High Frequency CP249Z 3.1 EBCP249Z 4.0

1 x 80W High Frequency CP180Z 2.3 EBCP180Z 3.7

2 x 80W High Frequency CP280Z 3.1 EBCP280Z 4.1

1 x 24W DSI Digital Dim CP124RD 1.3 - -

2 x 24W DSI Digital Dim CP224RD 1.4 - -

1 x 54W DSI Digital Dim CP154RD 2.2 EMCP154RD 4.0

2 x 54W DSI Digital Dim CP254RD 2.8 EMCP254RD 4.6

1 x 49W DSI Digital Dim CP149RD 2.3 EBCP149RD 3.6

2 x 49W DSI Digital Dim CP249RD 3.2 EBCP249RD 4.1

For DALI dimming option, replace part number character Z with DD, eg CP52ZT becomes CP52DDT

Emergency versions available with automatic test functionality - see page 303 for system features

Remote emergency conversion/battery pack

Primary product for an optimised energy efficient lighting solution

Catalogue Numbers
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DIMMING CONTROLS
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The Crompack range of diffusers perfectly complement the

extensive choice of battens, providing brightness control and

improved light distribution. The clear prismatic controller is

ideal for general commercial interior applications, efficiently

directing more light towards the task area, whilst still gently

illuminating the ceiling. If a softer diffuse effect is preferred,

then the opal reeded diffuser provides excellent general

control of the lamp image.

• Clear prismatic or reeded opal finish aids user choice

• Smart design matching with batten profile

• Easy to attach with anti-lift support

• Long life, UV stabilised material

140 Surface and Suspended

Crompack 5 Diffusers
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Materials

• Prismatic Controller - UV stabilised transparent styrene with side 
and base prisms

• Opal Diffuser - UV stabilised opal styrene with reeded side and 
base

• End Cap - Injection moulded, colour matched

Installation Notes

• Support device fits onto cover plate via keyhole slot design

• Anti-lift design to prevent rattling or displacement of diffuser

• End caps push fix onto diffuser

• Use coupling strap for continuous mount applications

Specification

To specify state: Clear prismatic controller/opal diffuser, constructed
from long life UV stabilised styrene and attached to batten using
quick fix support device with anti-lift design feature, as Crompton
Crompack 5 CPC/CPD range, part no. ________

Dimensions

Photometric Data

Catalogue Numbers

Lamp Rating L (mm) Lamp Rating L (mm)

1 x 14/18W 634 2 x 18W 634

1 x 28/36W 1245 2 x 36W 1245

1 x 35/58W 1545 2 x 58W 1545

1 x 70W 1809 2 x 70W 1809

1 x 100W 2420 2 x 100W 2420

Note - all T5 lamp battens use single lamp width diffusers

Utilisation factors / TM5

Reflectances Room Index

C W F 0.75 1.0 1.25 1.5 2.0 2.5 3.0 4.0 5.0

70 50 20 39 45 51 54 59 63 65 69 71

30 34 40 45 49 54 58 61 65 68

10 29 35 40 44 50 54 58 62 65

50 50 20 35 40 45 48 52 55 57 60 62

30 31 36 40 43 48 51 54 57 60

10 27 32 37 40 45 48 51 55 57

30 50 20 31 36 39 42 45 48 50 52 54

30 28 32 36 38 42 45 47 50 52

10 25 29 33 36 40 43 45 48 50

0 0 0 20 23 27 29 32 34 36 38 40

BZ-class 5 5 5 5 5 5 5 6 6

60°

90°

120°

60°

90°

120°

50

100

150cd/1000lm

See page 560 for Design Guide

LOR: 0.81
ULOR: 0.32
DLOR: 0.49

SHR nom: 1.50
SHR max: 1.74

Cat. No. CP41ZT/CPC41

Lamp Rating Prismatic Weight Opal Weight
T8/T12 T5 Cat No (kg) Cat No (kg)

1 x 18W 1/2 x 14/24W CPC21 0.36 CPD21 0.31

2 x 18W - CPC22 0.61 CPD22 0.52

1 x 36W 1/2 x 28/54W CPC41 0.61 CPD41 0.52

2 x 36W - CPC42 1.10 CPD42 0.95

1 x 58W 1/2 x 35/49W CPC51 0.76 CPD51 0.66

2 x 58W - CPC52 1.37 CPD52 1.17

1 x 70W - CPC61 0.85 CPD61 0.73

2 x 70W - CPC62 1.62 CPD62 1.39

1 x 100W - CPC81 1.14 CPD81 0.98

2 x 100W - CPC82 2.12 CPD82 1.82

110mm

77mm

L

110mm

160mm
L

Coupling Strap Cat No Weight (kg)

All single lamp width diffusers CDC1 0.04

Coupling strap for continuous mount
applications
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Crompack reflectors are designed to re-direct light onto the

work area in general lighting applications, improving the

efficiency of the installation. Available with symmetrical or

asymmetrical light distribution, the reflectors have a sturdy

construction with a highly reflective, long life paint finish. The

angled reflector is particularly suitable for classrooms or

simple wallwashing effects. For installations where the lamp

may be vulnerable to damage, such as gymnasiums or

industrial plant areas, robust wire guard attachments can be

specified.

• Tough and sturdy construction for a long durable life

• High reflectivity, long life paint finish for maximum efficiency

• Wire guards hinge for easy and rapid maintenance

• Reflectors can be continuously mounted

Surface and Suspended 143

Crompack Reflectors & Guards
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Catalogue Numbers

Materials

• Reflector - Sheet steel, powder coated in RAL9016 finish

• Wire Guard - Heavy gauge welded steel, powder coated in white 
finish

• Clips and Brackets - Zinc plated steel

Installation Notes

• Reflectors replace cover plate on luminaire, attached quickly
via keyhole slots

• Wire guards hinge down for rapid, easy maintenance

• When fitted with direct wire guards or reflectors with wire 
guards, Crompack battens cannot be continuously mounted

Specification

To specify state: Sturdy steel reflector/Tough, welded and hinging
wire guard, with high quality, durable post coat powder paint finish,
as Crompton Crompack 5 CR/CRG/CPG range, part no. ________

144 Surface and Suspended

Photometric Data

Dimensions

Utilisation factors / TM5

Reflectances Room Index

C W F 0.75 1.0 1.25 1.5 2.0 2.5 3.0 4.0 5.0

70 50 20 - 58 64 69 75 80 83 86 89

30 - 52 58 63 70 75 78 83 86

10 - 47 53 59 66 71 75 80 83

50 50 20 - 56 62 66 72 76 79 82 84

30 - 50 56 61 68 72 75 79 82

10 - 46 52 57 64 69 72 77 80

30 50 20 - 54 59 63 69 72 75 78 80

30 - 49 55 59 65 69 72 76 78

10 - 45 51 56 62 66 70 74 76

0 0 0 - 42 48 52 58 62 65 69 71

BZ-class - 4 4 4 4 4 4 4 4

30°

60°

90°

30°

60°

90°

100

200

300

cd/1000lm

See page 560 for Design Guide

LOR: 0.87
ULOR: 0.04
DLOR: 0.83

SHR nom: 1.75
SHR max: 1.89

Cat. No. CP41ZT/CR4

Crompack Reflectors & Guards

D

WL

D

W

L

D

W

L

Lamp Rating L (mm) W (mm) D (mm) L (mm) W (mm) D (mm)

T8/T12 T5 Standard Reflector Angled Reflector
1/2 x 36W 1/2 x 28/54W 1238 195 130 1238 120 16

1/2 x 58W 1/2 x 35/49/80W 1538 195 130 1538 120 165

1/2 x 70W - 1802 195 130 1802 120 165

1/2 x 100W - 2413 195 130 2413 120 165

Standard and Wire Guard Angled and Wire Guard

1/2 x 36W 1/2 x 28/54W 1280 195 160 1280 130 188

1/2 x 58W 1/2 x 35/49/80W 1580 195 160 1580 130 188

1/2 x 70W - 1835 195 160 1835 130 188

1/2 x 100W - 2445 195 160 2445 130 188

Lamp Rating L (mm) W (mm) D (mm)

T8/T12 T5 Direct Mount Wire Guard
1 x 18W - 661 109 114 

2 x 18W - 661 159 114

1 x 36W 1 x 28/54W 1270 109 114

2 x 36W 2 x 28/54W 1270 159 114

1 x 58W 1 x 35/49/80W 1575 109 114

2 x 58W 2 x 35/49/80W 1575 159 114

1 x 70W - 1829 109 114

2 x 70W - 1829 159 114

Lamp Standard Weight Standard Weight Angled Weight Angled Weight
Rating Reflector (kg) Wire Guard (kg) Reflector (kg) Wire Guard (kg)

Standard Reflector and Wire Guard for T8 and T12 lamps

1 or 2 x 36W CR4 1.45 CRG4 1.11 CRA4 1.65 CRGA4 1.05

1 or 2 x 58W CR5 1.79 CRG5 1.29 CRA5 2.06 CRGA5 1.31

1 or 2 x 70W CR6 2.05 CRG6 1.47 CRA6 2.40 CRGA6 1.50

1 or 2 x 100W CR8 2.78 CRG8 1.91 CRA8 3.22 CRGA8 1.70

Standard Reflector and Wire Guard for T5 Lamps

1 or 2 x 28/54W CR4 1.45 CRG4 1.11 CRA4 1.65 CRGA4 1.05

1 or 2 x 35/49/80W CR5 1.79 CRG5 1.29  CRA5 2.06 CRGA5 1.31

Luminaire Single Weight (kg) Luminaire Wire Twin Weight
Lamp Rating Wire Guard Lamp Rating Guard (kg)

Direct Mount Wire Guard for T5 and T8 Lamps

1 x 14/18W CPG21 0.45 2 x 14/18W CPG22 0.50

1 x 28/36/54W CPG41 0.75 2 x 28/36/54W CPG42 0.75

1 x 35/49/58/80W CPG51 0.91 2 x 35/49/58/80W CPG52 1.15

1 x 70W CPG61 1.05 2 x 70W CPG62 1.32
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Warehouse racking aisles often present a lighting problem,

balancing the need for illumination at all levels of the rack face

with minimised glare to operatives. Crompack rack lighting

reflectors have a precision designed optical assembly,

concentrating the light flux down in a narrow beam, ensuring

lower rack faces and floor are correctly illuminated. At the

same time, the semi-specular reflector material gently

disperses light uniformly on the upper rack faces and

significantly reduces glare for truck operatives. A twin lamp

option provides a practicable option for medium to high open

area lighting.

• High efficiency parabolic reflector

• Anodised finish for long service life

• Low glare for comfort of warehouse operatives

• Twin lamp option for high open area lighting

• High output T5 lamp versions where maximum light levels 
are required

146 Surface and Suspended

Crompack Rack Reflectors
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Photometric Data

Catalogue Numbers

D

WL

Lamp Rating L (mm) W (mm) D (mm)

1 x 58W 1538 226 193
2 x 58W 1538 276 160
1 x 70W 1802 266 193
2 x 70W 1802 276 160

Utilisation factors / TM5

Reflectances Room Index

C W F 0.75 1.0 1.25 1.5 2.0 2.5 3.0 4.0 5.0

70 50 20 60 67 71 75 79 82 84 86 88

30 55 62 67 71 75 79 81 84 86

10 52 59 64 67 72 76 78 82 84

50 50 20 59 65 70 73 77 79 81 83 85

30 54 61 66 69 74 76 79 81 83

10 51 58 63 66 71 74 77 80 81

30 50 20 58 64 68 71 74 77 78 80 81

30 54 60 65 68 72 75 76 79 80

10 51 58 62 65 70 73 75 77 79

0 0 0 50 56 60 63 67 70 72 74 75

BZ-class 1 1 1 1 1 1 1 1 1

30°

60°

90°

30°

60°

90°

300

400

500

600

200

cd/1000lm

See page 560 for Design Guide

LOR: 0.82
ULOR: 0.00
DLOR: 0.82

SHR nom: 0.75
SHR max: 0.77

Cat. No. CP51ZT/RLR51B

Lamp Rating Cat No Weight (kg)

Rack Reflector for Single/Twin T5 Lamps, Single T8 and Twin T8 Lamps

1 or 2 x 35/49/80W  RLR51B 1.70

1 x 58W RLR51B 1.70

2 x 58W RLR52B 1.73

1 x 70W RLR61B 1.77

2 x 70W RLR62B 1.80

Materials

• Reflector - High reflectivity, semi-specular anodised aluminium

• Clips and brackets - zinc plated steel

Installation Notes

• Reflectors attached quickly via bracket with keyhole slots

• Can be continuously mounted

• Easy to clean, high quality reflector material

Specification

To specify state: Rack lighting reflector in high purity, high reflectance,
semi-specular anodised aluminium, as Crompton Crompack 5 RLR
range, part no. ________

Dimensions
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