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Conduit Fittings

Electroline Manufacturing LLC E528774
515 E Las Olas Blvd, Suite 120
Fort Lauderdale, FL 33301 United States

Combination couplings, EMT To flex - compression to screw in type, Model(s): E-L 49-1, E-L 49-2, E-L 49-3
Combination couplings, EMT to FMC, Model(s): E-L 153-1, E-L 153-2

Compression connectors, Model(s): E-L 21-10 trade size 4(103), E-L 21-7 trade size 2-1/2(63), E-L 21-8 trade size 3(78), E-L
21-9, E-M 15-1 trade size 1/2(66), E-M 15-2 trade size 3/4(21), E-M 15-3 trade size 1(27), E-M15-6 trade size 2(53)

Compression couplings, Model(s): E-L 22-10 trade size 4(103), E-L 22-7 trade size 2-1/2(63), E-L 22-8 trade size 3(78), E-M
16-2 trade size 3/4(21), E-M 16-3 trade size 1(27), E-M 16-5 trade size 1-1/2(41), E-M 16-6 trade size 2(53)

Conduit Locknuts, Model(s): E-L 59, E-L 80, E-L 81, E-L 82, E-L 83, E-L 84, E-L 86, E-L 93, E-L 94, E-L 97

Conduit Nipples, Model(s): E-L CN75

Flexible conduit connectors, screw in type, Model(s): E-L 44-2, E-L 44-3

Flexible conduit couplings, screw in type, Model(s): E-L 45-1, E-L 45-2, E-L 45-3

Liquid-tight connector-90 degree angle, Model(s): E-LTC 100-90 trade size 1(27), E-LTC 125-90 trade size 1-1/4(35), E-LTC
150-90 trade size 1-1/2(41), E-LTC 200-90 trade size 2(53), E-LTC 250-90 trade size 2-1/2(63), E-LTC 300-90 trade size 3(78),
E-LTC 400-90 trade size 4(103), E-LTC 50-90A trade size 1/2(16), E-LTC 75-90 trade size 3/4(21)

Liquid-tight connector-straight, Model(s): E-LTC 100 trade size 1(27), E-LTC 125 trade size 1-1/4(35), E-LTC 150 trade size
1-1/2(41), E-LTC 200 trade size 2(53), E-LTC 250 trade size 2-1/2(63), E-LTC 300 trade size 3(78), E-LTC 38A trade size 3/8(12),
E-LTC 400 trade size 4(103), E-LTC 50A trade size 1/2(16), E-LTC 75 trade size 3/4(21)

Metallic conduit bushings, Model(s): E-L 52, E-L 60, E-L 61, E-L 65, E-L 69, E-L 75

Metallic Conduit Bushings with Insulator, Model(s): E-L 52IM, E-L 60 IM, E-L 61IM, E-L 65IM, E-L 69IM, E-L 75 IM, E-L 76IM,
E-L 90IM, E-L 92IM

Offset connectors, Model(s): E-L 376, E-L 377, E-L 378, E-L 379, E-L 380, E-L 381, E-L 382, E-L 383

Plastic insulating bushings, Model(s): E-L 52PL, E-L 60PL, E-L 61PL, E-L 65PL, E-L 69PL, E-L 75PL, E-L 76 PL, E-L 90PL, E-L 92PL
Pull elbows - rigid to box, Model(s): E-LG 142-1, E-LG 142-2, E-LG 142-3

Pull elbows - rigid to rigid, Model(s): E-LG 141-1, E-LG 141-2, E-LG 141-3

Reducing Bushings, Model(s): E-LRB 1, E-LRB 2, E-LRB 3

Rigid couplings, Model(s): E-L 500, E-L 501, E-L 502, E-L 503, E-L 504, E-L 505, E-L 506, E-L 507, E-L 509
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Set screw Connectors, Model(s): E-L 133-10 trade size 4(103), E-L 133-7 trade size 2-1/2(63), E-L 133-8 trade size 3(78), E-L
133-9 trade size 3-1/2(91)

Set Screw Coupling, Model(s): E-L 134-7 trade size 2-1/2(63), E-L 134-8 trade size 3(78), E-L 134-9 trade size 4(103)

Squeeze connectors, Model(s): E-L 110-10, E-L 110-3, E-L 110-4, E-L 110-5, E-L 110-6, E-L 110-7, E-L 110-8, E-L 42-10, E-L
42-3, E-L 42-4, E-L 42-5, E-L 42-6, E-L 42-7, E-L 42-8

Steel compression connectors, Model(s): E-L 33ST trade size 2-1/2(63), E-L 35ST trade size 3(78), E-L 37ST trade size
3-1/2(91), E-L 39ST trade size 4(103)

Steel compression connectors with throat insulator, Model(s): E-L 33 ST-A trade size 2-1/2(63), E-L 35ST-A trade size 3(78),
E-L 37 ST-A trade size 3-1/2(91), E-L 39 ST-A trade size 4(103)

Steel compression couplings, Model(s): E-L 34ST trade size 2-1/2(63), E-L 36ST trade size 3(78), E-L 38ST trade size 3-1/2(91),
E-L 40ST trade size 4(103)

Steel set screw connectors, Model(s): E-L 133 ST trade size 2-1/2(63), E-L 135 ST trade size 3(78), E-L 139 ST trade size 4(103)
Steel set screw couplings, Model(s): E-L 134ST trade size 2-1/2(63), E-L 136ST trade size 3(78), E-L 140 ST trade size 4(103)

Water Tight Hubs, Model(s): E-WH 100, E-WH 125, E-WH 150, E-WH 200, E-WH 250, E-WH 300, E-WH 400, E-WH 50, E-WH
75
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