HO3VV-F
HO5VV-F

300/300 V ve 300/500 V PVC izoleli, Cok Damarli, Esnek Kablolar
300/300 V and 300/500 V PVC Insulated Multi-Core Flexible Cables
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Uygulama Alani / Application Area

Az mekanik zorlamali ve rutubetli yerlerde
kullanilan ev gereclerinde kullanilir.

For household appliances working under
humid and medium mechanical stress.

Teknik Veriler / Technical Data

Min. bukdlme capi :3xD
Maks. calisma sicakhig : 70°C
Maks. kisa devre sicakligi - 160°C
Min. bending radius : 3xD
Max. operating temperature  : 70°C

Max. short circuit temperature : 160°C
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Maksimum Maksimum Kisa Aleve Esnek

isletme sicaklig Devre Sicakhig dayanikhihk Flexible
Maximum operating Maximum short Flame Retardant
temperature Circuit Temperature ~ |EC 60332-1-2

Yapisi / Construction

iletken : EN 60228 Sinif 5 Bakir
izole : PVC, TS 9756 (HD 21.1.54) TI2
Kihf : PVC, TS 9756 (HD 21.1.54) TM1

Conductor : EN 60228 Class 5 Copper
Insulation : PVC, TS 9756 (HD 21.1.54) TI2
Sheath - PVC, TS 9756 (HD 21.1.54) TM1

Uygulanabilir Standartlar
Applicable Standards

TS EN 50525-2-11:2011
BS EN 50525-2-11:2011
VDE 281
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Teknik Ozellikler / Technical Features
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*300/300 V (HO3VV-F)
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