HO321Z21-F
HO52121-F

300/300V & 300/500V Halojensiz Alev iletmeyen Biikiilgen Kablolar
300/300V & 300/500V Halogen Free Flame Retardant Flexible Cables
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Yangina hassas bolgelerdeki ev ve ofis
gereclerinde kullanilir,

For household and office appliances where
there is a risk of fire.

Min. bikdlme yaricapi - 6xD
Max. calisma sicaklhg :90°C
Maks. kisa devre sicakligi : 250°C

Min. bending radius - 6xD
Max. operating temperature  : 90°C
Max. short circuit temperature : 250°C
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Maksimum Maksimum Kisa Aleve Esnek Halojenden Diisiik Duman
isletme sicaklig Devre Sicakligi dayaniklilik Flexible Anndinimig Yogunlugu
Maximum operating Maximum short Flame Retardant Halogen free Low Smoke
Circuit ) IEC 60332-1-2 IEC 60754-1/2 Emission

IEC 61034-1/2

iletken : EN 60228 Sinif 5 Bakir
izole : LSZH Termoplastik Bilesim HD 21.14 Tip TI6
Kilif : LSZH Termoplastik Bilesim HD 21.14 Tip TM7

Conductor : EN 60228 Class 5 Copper
Insulation : Thermoplastic LSZH Compound HD 21.14 Type TI6
Sheath : Thermoplastic LSZH Compound HD 21.14 Type TM7

TS EN 50525-3-11, BS EN 50525-3-11
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Tesisat
Teknik Ozellikler / Technical Features ve Esnok
Kabiolar
Instaflation
Cables,
Flexible Wires
and Cords

20°C ‘de Akim Tasima Kapasitesi

Nominal Yaklasik Dis Cap Yaklasik Net Standart Sevk iletken DC Direnci

Kesit (mm?) (mm) Agirlik (Kg/Km) Uzunlugu (m) (Ohm/Km) Maks. Havada (A)

Nominal Approx. : Conductor DC Current Carrying Capacity
Cross-section | Overall Diameter IO U S el T Resistance at 20°C

8
14

2x0.5* 4.8 35 1000 39.0 - o.sg kv
PV
2x0.75 6.4 55 1000 26.0 - izoleli Alcak
Gerilim
2x1 6.8 65 1000 19.5 - 17 Glic
Kablolar:
2x1.5 7.4 80 1000 133 - 19 OISR
Insulated Low
2x2.5 838 120 1000 7.98 - 26 o
ables
2x4 11.2 185 1000 4.95 - 35
3x0.5* 5.1 40 1000 39.0 - 8
3%0.75 6.8 65 1000 26.0 - 14 c
3x1 7.3 75 1000 19.5 - 17 0.6/1 kV
XLPE
3x1.5 8.1 100 1000 13.3 - 19 izoleli
Alcak
3x2.5 9.6 150 1000 7.98 - 26 Gerilim
Glic
3x4 121 230 1000 4.95 - 35 Kablolar:
0.6/1 kV XLPE
4x0.5* 5.6 45 1000 39.0 - 8 Insulated
Low Voltage
4x0.75 7.5 80 1000 26.0 - 14 'g"we’
ables
4ax1 8.1 95 1000 19.5 - 17
4x1.5 9.1 125 1000 13.3 - 19
4x2.5 10.5 180 1000 7.98 - 26 D
Halojensiz
ax4 13.2 280 1000 4.95 - 35 Alev
iletmeyen
5x0.75 8.3 100 1000 26.0 - 12 Alcak
Gerilim
5x1 8.9 115 1000 19.5 - 15 Tesisat
Kablolary
5x1.5 10.1 150 1000 13.3 - 16 f,","’ge”
ree, Flame
Retardant
5x2.5 11.6 220 1000 7.98 - 23 Lgbj@,j,iage
Sx4 14.7 350 1000 4.95 - 32 -
*300/300 V

Halojensiz
Alev
iletmeyen
Alcak
Gerilim Glic
Kablolart ve
Yangina
Dayanikh
Kablolar
Halogen

Free Flame
Retardant, Low
Voitage Power
Cables and
Fire Resistant
Cables
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