HO5V-U
HO7V-U
HO7V-R

300/500 V ve 450/750 V PVC izoleli Kilifsiz Tek Damarl Kablolar
300/500 V and 450/750 V PVC Insulated, Non-Sheathed Single Core Cables
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Uygulama Alani / Application Area

Kapali veya kuru yerlerde, dagitim
panolarinda, sabit tesislerde ve tesisatlarda
boru icinde kullanilir.

In dry rooms, switching and distribution
panels, for laying in conduit on and under
plaster and/or on insulating supports above
plaster.

Teknik Veriler / Technical Data

Maks. calisma sicakhgi : 70°C
Maks. kisa devre sicaklig : Kesit<300mm? 160°C
: Kesit>300mm? 140°C

Max. operating temperature : 70°C

Max. Short circuit temperature : Cross section< 300mm? 160°C
: Cross section< 300mm? 140°C
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Maksimum Maksimum Kisa Aleve
igletme sicakligi Devre Sicaklign dayamklilik
Maximum operating Maximum short Flame Retardant

temperature Circuit Temperature IEC 60332-1-2

Yapisi / Construction
iletken : EN 60228 Sinif 1-2 Bakir

izole - PVC, TS 9756
(HD 21.1.54) TI

Conductor : EN 60228 Class 1-2 copper
Insulation - PVC, TS 9756
(HD 21.1.54) TI

Uygulanabilir Standartlar
Applicable Standards

TS EN 50525-2-31, BS EN 50525-2-31,
VDE 281
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Tesisat
Kablolar:

Teknik Ozellikler / Technical Features ve Esnek

Kablolar
Instalfation
Cables,
Flexible Wires
and Cords

0.50re* 2.0 9 100 36.0 - -
0.75re* 2.2 12 100 24.5 = 15
1.0re* 2.3 15 100 18.1 11 19
1.5re 2.8 20 100 121 16 25
1.5rm 3 22 100 121 30 24
2.5re 3.3 30 100 7.41 21 34
2.5rm 3.6 34 100 7.41 40 32
4re 3.8 45 100 4.61 27 45
4rm 4.1 49 100 4.61 52 42
6re 4.3 65 100 3.08 35 57
6rm 4.7 69 100 3.08 64 53
10rm 6 115 100 1.83 48 78
16rm 7 170 100 1.15 65 104
25rm 8.5 260 100 0.727 88 137
35rm 9.5 360 1000 0.524 110 168
50rm " 480 1000 0.387 140 210
70rm 13 670 1000 0.268 175 260
95rm 15 930 1000 0.193 210 310
120rm 16.5 1160 1000 0.153 250 365
150rm 18 1420 1000 0.124 = 415
185rm 20 1780 1000 0.0991 - 475
240rm 23 2330 1000 0.0754 = 560
300 rm 26 2930 1000 0.0601 - 645
400 rm 29 3750 1000 0.0470 = 770

re: Tek telli iletken / Solid conductor HO7V-U
rm: Ortilii iletken / Stranded conductor HO7V-R
*300/500 V HO5V-U
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