STRUT CHANNELS AND ACCESSORIES e
C PROFIL VE AKSESUARLARI (ELECT. RD;ZL/NE )

Pre-Galvanized Strut Channels - Pregalvaniz C Profiller
15/8" Wide - 15/8" Genislik (41.3 mm)

E-PST1 12 Ga. 3w 825
E-PS12 12 Ga. 27n6" 619
E-PS22 12Ga. 15" £n3
E-PS24 14 Ga. 158" n3
E-PS26 16Ga., 19" fn3
E-PS32 12 Ga. 13" 349
E-PS42 12 Ga. T 254
E-PS42 12 Ga. 131" 206
E-PS54 14Ga. 136" 20.6
E-PS56 16 Ga. 136" 206

9/16" x 11/8" Slots
(14.3) (28.6)

C profiler, digli ve digsiz boru tesisatinda, borularin yan yana désendigi durumlarda destek elemani olarak yaygin bicimde
kullanilmaktadir. Profil kelepgeleriyle borular profillere monte edilirler, tij ve yayl somunlarla da profiller beton zemine
tutturulurlar.
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STRUT CHANNELS AND ACCESSORIES
C PROFIL VE AKSESUARLARI

Spring Nuts - Yayli Kanal Somunlari
Steel - Celik
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Features

+ Available for rod sizes of 4 (M6) and 2
(M12)

+ Grooves create secure fit and improve
traction

- Standard size spring

Applications

+ Manufactured for slip resistant support of
components in strut system

+ For use with 1-5/8" strut channel

Standard Material
+ Zinc plated steel
E-SN1 W M6 100 7 1.50 1.30
E-SN2 5he" M8 100 10 1.50 1.30
E-SN3 38" M10 100 12 1.7 1.35
E-SN4 " M12 100 12 1.7 1.35
Universal Strut Clamps - Profil Kelepceleri
EMT and Rigid - EMT - IMC ve Rijid Features

Galvanized Steel - Galvanizli Gelik

- Foruse with EMT/Rigid and IMC conduit

« Allscrews - 5/16" x 1-Y4" slotted hex head

Applications

+ Used to support stationary pipe and tubing
lines from strut channel

Standard Material

. Steel

Standard Finish

« Zinc plated

£358456
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E-L GH-50 " 100 19 1.24 2.23
E-LGH-T5 %" 100 2 1.24 242
E-L GH-100 1" 100 23 1.24 2.1
E-L GH-125 1" 100 26 1.24 3.09
E-L GH-150 1" 50 26 1.24 3.38
E-LGH-200 2 50 31 1.24 3
E-L GH-250 " 50 32 124 44
E-L GH-300 3" 25 18 1.24 5.08
E-L GH-350 3" 25 21 1.24 5.74
E-L GH-400 4 25 25 124 6.30
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U-Bolts - U Civatalar

Rigid, EMT & IMC - EMT - IMC ve Rijid
Galvanized Steel - Galvanizli Gelik

Features

+ Foruse with Rigid, EMT and IMC conduit

- Engineered to withstand high stress
applications

Applications

« Safely run and support conduit in electrical
systems

Standard Material

+ Steel
Standard Finish
+ Zinc plated

E-UB50 ' 5618 25 250 13 1.0000 1.2500 2.5000 1.8125
E-UBT5 78 54618 25 250 16 11250 1.3750 2.8125 1.8125
E-UB100 T 5618 25 250 16 1.3750 1.6250 3.0625 1.8125
E-UB 125 %" 5618 20 200 16 17500 2.0000 31875 1.8125
E-UB 150 11" 54618 20 200 19 2.0000 2.3750 3.5000 1.8125
E-UB 200 4 3/8"-16 20 200 31 2.5000 2.5000 4.5000 2.6250
E-UB 250 all 316 10 31 3.0000 3.2500 4.8750 2.6250
E-UB 300 3 3/8"16 10 38 3.6250 3.8750 5.3750 2.6250
E-UB 350 3" V216 10 41 4.0625 4.5625 5.8750 2.6250
E-UB 400 & "-16 . 10 43 4.6875 5.0625 6.6875 2.6250
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