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0.6/1 kV XLPE izoleli, Tek Damarl Bakir iletkenli Kablolar
0.6/1 kV XLPE Insulated Single Core Cables with Copper Conductor
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Uygulama Alani / Application Area

Enerji kablosu olarak, endistri, salt, yer alti
tesisleri ile sehir sebekelerinde kullanilir.

As an energy cable used in industrial

areas, switchgears,underground facilities
and main city networks.

Teknik Veriler / Technical Data

Min. bkdlme yaricapi : 15xD
Maks. calisma sicakhgi 1 90°C
Maks. kisa devre sicaklig! 1 250°C
Min.bending radius : 15xD

Max. operatirig temperature  : 90°C
Max. short circuit temperature : 250°C
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Maksimum Maksimum Kisa Aleve
isletme sicakhig Devre Sicakhg dayaniklilk
Maximum operating Maximum short Flame Retardant
Circuit e IEC 60332-1-2
Yapisi / Construction
iletken : EN 60228 Sinif 1-2 Bakir
izole - XLPE, BS 7655 Type GP8 IEC 60502

Kilif : PVC, IEC 60502-1 ST1

Conductor : EN 60228 Class 1-2 Copper
Insulation : XLPE, BS 7655 Type GP8 IEC 60502
Sheath - PVC, IEC 60502-1 ST1

Uygulanabilir Standartlar
Applicable Standards

TS IEC 60502-1
VDE 0276-603
IEC 60502-1
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Teknik Ozellikler / Technical Features

1x4re 6.5 80 70 4.61 66 55 56 44
1x6re 7 100 70 3.08 82 68 71 57
1x10re 8 140 70 1.83 109 20 9 77
1x16rm 9 200 80 1.15 139 115 128 102
1x25rm 10.5 300 90 0.727 179 149 173 139
1x35rm 11.5 400 90 0.524 213 178 212 170 C
0.6/1 kv
1x50rm 13 520 90 0.387 251 211 258 208 XLPE
Izoleli
Alcak
1x70rm 15 720 100 0.268 307 259 328 265 Gerilim
Glic
1x95rm 17 1000 110 0.193 366 310 404 326 ey pe
Insufated
1x120rm 19 1200 120 0.153 416 352 471 381 tow Voitage
Cables
1x150rm 21 1500 130 0.124 465 39 541 438
1x185rm 23 1850 150 0.0991 526 449 626 507
1x240rm 26 2400 160 0.0754 610 521 749 606
1x300rm 28 3000 200 0.0601 689 587 864 697
1x400rm 32 3800 220 0.0470 788 669 1018 816
1x500rm 36 4800 240 0.0366 889 748 1173 933
2x1,5re 10.1 141 80 12.1 30 - 24 -
2x2,5re 10.9 174 80 7.41 40 S 32 -
2xdre 11.8 221 80 4.61 52 - 42 -
2x6re 12.8 278 80 3.08 64 = 53 =
2x10rm 15.40 434 100 1.83 86 - 73 -
2x16rm 17.60 609 110 1.15 11 = 9 =
2x25rm 20.40 876 120 0.727 143 - 130 -
2x35rm 22.60 1118 130 0.524 173 = 160 =
2x50rm 25.20 1440 150 0.387 205 - 195 -
2x70rm 29.00 1998 150 0.268 252 = 247 s
2x95rm 34.00 2737 180 0.193 303 - 305 -
2x120rm 36.60 3275 180 0.153 346 - 355 s
2x150rm 40.60 4093 200 0.124 390 - 407 -
2x185rm 46.20 5151 240 0.0991 441 = 469 s
2x240rm 52.00 6619 240 0.0754 511 - 551 -

*500 m. kablo icin. / For 500 m. cable.
**400 m. kablo icin. / For 250 m. cable.
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0,6/1 kV XLPE izoleli Cok Damarli Bakir iletkenli PVC Kilifli Kablolar
0,6/ 1 kV XLPE Insulated, PVC Sheathed Multi Core with Copper Conductor Cables
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Maksimum Maksimum Kisa Aleve
isletme sicaklig Devre Sicakhig dayamiklik
Maximum operating Maximum short Flame Retardant

temperature Circuit Temperature ~ 1EC 60332-1-2

Uygulama Alani / Application Area Yapisi / Construction

Dielektrik kaybi cok dustik olan bu kablolar, 1. lletken - EN 60228 Sinif 1-2 Bakir
yerlesim ve endUstri bélgelerinde, haricte, 2. lzole : XLPE IEC 60502-1
toprak altinda ve kablo kanallarinda ani yik 3. Dolgu : PVC
degisimlerinin oldugu enerji tesislerinde 4. Kilf : PVC, IEC 60502-1 ST 1
kullanilir.
. . 1. Conductor : EN 60228 Class 1-2 Copper
Thesg cables have a low d|¢|ectr|c loss, 5 Insulation - XLPE IEC 60502-1
used in energy networks with sudden load 3 Filler Ve
;hance;. Installed mainly ih residential or 4 Sheath PVC, IEC 60502-1 ST 1
industrial areas. May be laid outdoors,
underground or in ducts.
Teknik Veriler / Technical Dat Uygulanabilir Standartlar
eKni erier / /echnical Data .
Applicable Standards
Min. bkdlme yaricapi : 15xD
Maks. calisma sicakhig :90°C TS IEC 60502-1, VDE 0276, IEC 60502-1
Maks. kisa devre sicaklig : 250°C
Min.bending radius : 15xD

Max. operatirig temperature : 90°C
Max. short circuit temperature : 250°C
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Teknik Ozellikler / Technical Features

3x1.5re 1 170 90 121 30 24
3x2.5re 12 220 90 7.41 40 32
3xdre 13 280 90 4.61 52 42
3x6re 14 350 100 3.08 64 53
3x10rm 16 520 110 1.83 86 73
3x16rm 18 730 110 1.15 1 9%
3x25rm 22 1080 130 0.727 143 130
3x35rm 24 1400 130 0.524 173 160 C
3x50rm 27 1850 150 0.387 205 195 e
3x70rm 31 2570 180 0.268 252 247 e
3x95rm 35 3450 200 0.193 303 305 e
3x120rm 39 4350 230 0.153 346 355 T
Insufated
3x150rm 43 5300 250 0.124 390 407 e i
3x185rm 48 6600 280 0.0991 441 469 Cobls
3x240rm 54 8500 230 0.0754 511 551
3x300rm 60 10700 250* 0.0601 580 638
3x400rm 67 13600 280* 0.0470 663 746
3x16rm+10rm 19 850 120 1.15 11 96
3x25rm+16rm 23 1250 130 0.727 143 130
3x35rm+16rm 25 1550 140 0.524 173 160
3x50rm+25rm 29 2100 160 0.387 205 195
3x70rm+35rm 33 2950 200 0.268 252 247
3x95rm+50rm 37 3950 220 0.193 303 305
3x120rm+70rm 42 5050 250 0.153 346 355
3x150rm+70rm 45 5950 260 0.124 390 407
3x185rm+95rm 51 7500 220% 0.0991 441 469
3x240rm+120rm 57 9700 240 0.0754 511 551
3x300rm+150rm 63 12100 280* 0.0601 580 638
3x400rm+185rm 71 15400 220%* 0.0470 663 746
4x1.5re 1 190 90 12.1 30 24
4x2.5re 12 240 90 7.41 40 32
4xdre 13 310 90 4.61 52 42
4x6re 15 410 100 3.08 64 53
4x10rm 17.5 630 110 1.83 86 73
4x16rm 19 890 120 1.15 m 96
4x25rm 23 1300 140 0.727 143 130
4x35rm 26 1750 150 0.524 173 160
4x50rm 29 2350 160 0.387 205 195
4x70rm 34 3250 200 0.268 252 247
4x95rm 38 4350 230 0.193 303 305
4x120rm 43 5500 260 0.153 346 355
4x150rm 47 6700 280 0.124 390 407
4x185rm 53 8350 230 0.0991 441 469
4x240rm 60 10900 250* 0.0754 511 551
4x300rm 66 13600 280* 0.0601 580 638
4x400rm 74 17300 230%* 0.0470 663 746
*500 m. kablo icin. / For 500 m. cable. 47

**250 m. kablo icin. / For 250 m. cable.
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0.6/1 kV XLPE izoleli, PVC Kilifli Kumanda Kablolari
0.6/1 kV XLPE Insulated, PVC Sheathed Control Cables
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Maksimum Maksimum Kisa Aleve
igletme sicaklig Devre Sicakhig dayaniklik
Maximum operating ~ Maximum short Flame Retardant

Gircuit IEC 60332-1-2

Uygulama Alani / Application Area Yapisi / Construction

Kumanda kablosu olarak enerji santrallerinde, 1. lletken : EN 60228 Sinif 1-2 Bakir

fabrika ve her turl kumanda sisteminin 2. lzole : XLPE IEC 60502-1

bulundugu yerlerde dahilde, haricte veya 3. Dolgu 1 PVC

toprak altinda kullanilir. 4. Kif 1 PVC, IEC 60502-1 ST 1

:Cfagtsc?r(ijeisvsk?em:éosli Cis:imif?evver.ftstlgn; Zﬂd 1. Conductor : EN 60228 Class 1-2 Copper
o gnaling 15 required. f.an be 2. Insulation : XLPE IEC 60502-1

laid indoors, outdoors, underground or in 3 Filler Ve

ducts. 4. Sheath  :PVC, IEC 60502-1 ST 1

Teknik Veriler / Technical Data Uygulanabilir Standartlar

Min. bukilme yaricap - 12xD Applicable Standards

Maks. calisma sicakhig :90°C

Maks. kisa devre sicakligi - 2500C TS IEC 60502-1, VDE 0276, IEC 60502-1

TS IEC 60502-1, VDE 0276,
Min.bending radius 2 12xD IEC 60502-1

Max. operatirig temperature  : 90°C
Max. short circuit temperature : 250°C
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Teknik Ozellikler / Technical Features

5x1.5re 12 230 90 12.1 21 18
5x2.5re 13 290 90 7.41 28 24
7x1.5re 13 270 90 12.1 18 16
7x2.5re 14 350 100 7.41 24 21
10x1.5re 16 380 100 12.1 15 13
10x2.5re 18 500 110 7.41 20 18
12x1.5re 16 450 110 12.1 14 13
12x2.5re 18 570 110 7.41 19 17 C
14x1.5re 17 500 110 12.1 14 12 o
14x2.5re 19 620 120 7.41 18 16 Atk
Gerilim
19x1.5re 19 550 120 12.1 12 11 Giic
Kabiolar:
19x2.5re 21 750 120 7.41 16 14 0.6/1 kV XLPE
Insufated
21x1.5re 20 600 120 12.1 "1 10 Low Voltage
Power
21x2.5re 22 820 130 7.41 15 14 Cables
24x1.5re 22 680 130 12.1 11 10
24x2.5re 24 950 130 7.41 14 13
30x1.5re 23 850 130 12.1 10 9
30x2.5re 26 1150 150 7.41 13 12
40x1.5re 26 1020 150 12.1 9 8
40x2.5re 29 1450 160 7.41 12 11
48 x1.5re 28 1200 150 12.1 8 8
61x2.5re 34 2100 180 7.41 10 10
61x1.5re 31 1470 160 12.1 8 7
61x2.5re 34 2100 180 7.41 10 10
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