CONDUIT BODIES
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KONDULET BUATLAR ( ELECTRE? LINE )
Conduit Body Covers - Kondiilet Kapaklari -

Zinc Plated Steel with Screws - Galvanizli Celik + Domed design allows for additional wiring
space
+ Includes screws
Applications

- Designed for use with Electroline® Conduit
Bodies; interchangeable with all major

brands
Standard Material
@ + Steel
Standard Finish
E358462 + Zincplated
E-1-50-SC " 25 250 15 3.875 1.310
E-L-75-SC K/ 25 250 20 4,625 1520
E-L1-100-SC 1 10 100 8 5.315 1.710
E-1-125-SC & E-1-150-SC 10" 1% % 4 7.240 2.510
E-1-200-SC 2" 25 7 9484 310
E-1-250-SC & E-L-300-SC 2-%"-3" 10 7 12181 4440
E-L-400-SC 3-"-4" 5 9 14.9371 5,500
Conduit Body Gaskets - Contalar
Features

+ Provides dust proof seal between conduit
body and cover to protect from hazardous
elements

/ “B - FitsallForm5 LB, LL, LR, Cand T type
A > conduit bodies and covers
/ Applications

+ Foruse with Electroline® Conduit Bodies

VA
Standard Material
- Neoprene

ons (in)

B
E-1-50-NG ' 50 500 1 3935 1.36
E-L-75-NG %" 50 500 1 4,600 155
E-L-100-CG 1 25 500 2 5310 1.76
E-L-125-CG & E-L-150-CG 14" -1-1%" 25 500 2 7250 2.50
E-L-200-CG 2’ 25 250 2 9.500 3.07
E-1-250-CG & E-L-300-CG 2-"-3" 10 100 2 12125 4.36
E-1-350-CG & E-L-400-CG 3e"-4" 5 50 2 14.812 540

Genellikle kapak ve contaile birlikte takim olarak satilan konduletlerin kapak ve contalarizamanicerisinde sahadaki mtdahaleler
sonucu yipranabildigi icin, kapak ve contalar ayri ayri da siparis edilebilirler. Tim kondilet tipleri, 6lgt ayni olmak kaydiyla, ayni
kapak ve contalari kullanirlar.
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